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PROVEN SAFETY: UNIQUE STRUCTURE AND MATERIAL USED IN TEHOMET HE SAFETY POLES MAKES THEM REMARK-
ABLY MORE OCCUPANT SAFE THAN CONVENTIONAL LIGHTING POLES. TEHOMET HE SAFETY POLES DECELERATE  
IMPACTING VEHICLE’S VELOCITY IN A CONTROLLED WAY REDUCING BOTH OCCUPANT RISK AND SEVERITY OF INJURIES.



TECHNICAL INFO

Tehomet Safety- High energy absorbing safety poles (according to EN12767)  
Partial safety class A, reference wind speed vref 21m/s

Pole type Pole type Arm Height 
(m)

Base
diameter 

(mm)

Arm 
 diameter 

(mm)

Arm  
outreach 

(m)
Weight

(kg)
Safety Class 
(EN12767)

HE8
4606136 HE8S100 upright arm - 81
4606137 HE8P102 single arm 0,2 81
4606138 HE8P110 1 85
4606139 HE8P115 1,5 87
4606146 HE8P120 2 89
4606147 HE8P125 8 193 60 2,5 91 70, HE
4606148 HE8T102 double arm 2 x 0,2 82
4606149 HE8T110 2 x 1 91
4606156 HE8T115 2 x 1,5 95
4606157 HE8T120 2 x 2 100
4606158 HE8T125 2 x 2,5 104

HE10
4606083 HE10S100 upright arm

10 194 60

- 87

100, HE

4606084 HE10P102 single arm 0,2 88
4606085 HE10P110 1 90
4606086 HE10P115 1,5 92
4606087 HE10P120 2 93
4606088 HE10P125 2,5 95
4606089 HE10T102 double arm 2 x 0,2 89
4606090 HE10T110 2 x 1 96
4606091 HE10T115 2 x 1,5 100
4606092 HE10T120 2 x 2 102
4606093 HE10T125 2 x 2,5 108

HE12
4606094 HE12S100 upright arm - 111
4606095 HE12P102 single arm 0,2 112
4606096 HE12P110 1 114
4606097 HE12P115 1,5 116
4606098 HE12P120 2 117
4606099 HE12P125 12 219 60 2,5 119 100, HE
4606106 HE12T102 double arm 2 x 0,2 113
4606107 HE12T110 2 x 1 120
4606108 HE12T115 2 x 1,5 124
4606109 HE12T120 2 x 2 126
4606116 HE12T125 2 x 2,5 132

HE15
4606126 HE15S100 upright arm - 142
4606127 HE15P102 single arm 15 244 60 0,2 143 100, HE
4606128 HE15T102 double arm 2 x 0,2 144

HE18  

4606159 HE18S100 upright arm - 180
4606166 HE18P102 single arm 18 263 60 0,2 180 100, HE
4606167 HE18T102 double arm 2 x 0,2 181
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